
45 - 600 lbs

FTH / FSTH-guide roller series:
Tread: Made of high-quality, reaction-cast 
polyurethane-elastomer Blickle Extrathane®, 
92° shore A hardness, low-noise operation, low 
rolling resistance, good floor preservation, high 
abrasion resistance, high cut and tear propagation 
resistance, color light brown, non-marking, 
non-staining. Cast tread.
Wheel center:
FTH series: Tread directly bonded onto the ball 
bearing, very good chemical connection.
FSTH series: Made of steel.
Bearing type:
• Ball bearing, sealed, lubricated with long-life 
grease
Other features:
High chemical resistance to many aggressive 
substances.
Operating temperature: -15° F to +160° F, 
temporarily up to +195° F.
At ambient temperatures above +105° F the load 
capacity is reduced.
The load capacities indicated refer to applications 
without obstacles.
Maintenance-free under standard conditions.

Tread & tire hardness
92° shore A

Temperature resistance
-25° C - +70° C

Rolling resistance
very good

Operating noise
good

Floor surface preservation
good

Blickle
Extrathane®

-15° F - +160° F
temporarily up to +195° F

RoHS
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FTH series
FTH 30x8/6-6K  1,1⁄8 [30]  5⁄16 [8]  45 [20] 626 2RS  6 7⁄32 [6]  430
FTH 30x11/9-7K  1,1⁄8 [30]  13⁄32 [11]  66 [30] 609 2RS  9 1⁄4 [7]  430
FTH 34x16/8-7K  1,5⁄16 [34]  5⁄8  [16]  66 [30] 608 2RS  8 1⁄4 [7]  430
FTH 35x14/12-8K  1,3⁄8 [35]  17⁄32 [14]  88 [40] 6001 2RS  12 5⁄16 [8]  430
FTH 36x13/10-9K  1,7⁄16 [36]  1⁄2  [13]  88 [40] 6200 2RS  10 11⁄32 [9]  430
FTH 40x15/10-8K  1,9⁄16 [40]  9⁄16  [15]  88 [40] 6000 2RS  10 5⁄16 [8]  430
FTH 40x20/10-9K  1,9⁄16 [40]  25⁄32 [20]  110 [50] 6200 2RS  10 11⁄32 [9]  430
FTH 45x17/15-11K  1,3⁄4 [45]  5⁄8  [17]  155 [70] 6202 2RS  15 13⁄32 [11]  430
FTH 50x15/10-9K  2  [50]  9⁄16  [15]  130 [60] 6200 2RS  10 11⁄32 [9]  430
FTH 50x15/12-12K  2  [50]  9⁄16  [15]  155 [70] 6301 2RS  12 15⁄32 [12]  430
FTH 50x18/15-11K  2  [50]  11⁄16 [18]  155 [70] 6202 2RS  15 13⁄32 [11]  430
FTH 60x20/17-12K  2,5⁄16 [60]  25⁄32 [20]  200 [90] 6203 2RS  17 15⁄32 [12]  430
FTH 70x20/25-15K  2,3⁄4 [70]  25⁄32 [20]  275 [125] 6205 2RS  25 9⁄16 [15]  430
FSTH series
FSTH 40x13/10-8K  1,9⁄16 [40]  1⁄2  [13]  100 [45] 6000 2RS  10 5⁄16 [8]  431
FSTH 40x15/10-8K  1,9⁄16 [40]  9⁄16  [15]  120 [55] 6000 2RS  10 5⁄16 [8]  431
FSTH 40x20/10-8K  1,9⁄16 [40]  25⁄32 [20]  155 [70] 6000 2RS  10 5⁄16 [8]  431
FSTH 40x25/10-8K  1,9⁄16 [40]  1  [25]  200 [90] 6000 2RS  10 5⁄16 [8]  431
FSTH 50x15/10-8K  2  [50]  9⁄16  [15]  145 [65] 6000 2RS  10 5⁄16 [8]  431
FSTH 50x18/17-10K  2  [50]  11⁄16 [18]  175 [80] 6003 2RS  17 25⁄64 [10]  431
FSTH 50x25/12-10K  2  [50]  1  [25]  240 [110] 6201 2RS  12 25⁄64 [10]  431
FSTH 60x20/15-13K  2,5⁄16 [60]  25⁄32 [20]  230 [105] 6302 2RS  15 1⁄2  [13]  431
FSTH 60x20/20-12K  2,5⁄16 [60]  25⁄32 [20]  230 [105] 6004 2RS  20 15⁄32 [12]  431
FSTH 60x25/20-12K  2,5⁄16 [60]  1  [25]  285 [130] 6004 2RS  20 15⁄32 [12]  431
FSTH 70x25/20-15K  2,3⁄4 [70]  1  [25]  340 [155] 6304 2RS  20 9⁄16 [15]  431
FSTH 70x25/25-15K  2,3⁄4 [70]  1  [25]  340 [155] 6205 2RS  25 9⁄16 [15]  431
FSTH 80x25/25-15K  3,1⁄8 [80]  1  [25]  395 [180] 6205 2RS  25 9⁄16 [15]  431
FSTH 90x25/25-15K  3,17⁄32  [90]  1  [25]  440 [200] 6205 2RS  25 9⁄16 [15]  431
FSTH 100x25/20-15K  4  [100]  1  [25]  485 [220] 6304 2RS  20 9⁄16 [15]  431
FSTH 100x25/25-15K  4 [100]  1  [25]  485 [220] 6205 2RS  25 9⁄16 [15]  431
FSTH 125x25/25-15K  5 [125]  1  [25]  600 [275] 6205 2RS  25 9⁄16 [15]  431

FTH series FSTH series

FTH, FSTH Series
Guide Rollers with Blickle Extrathane® 
Polyurethane Tread

High dynamic version 
with optimized rolling 
resistance

Hydrolysis resistant 
version

Electrically 
conductive version

Other tread hardness Wheel with impact-
resistant nylon tread, 
70° shore D

With stainless steel 
ball bearing

Further dimensions

Product code suffix FPOB series -ELS FPTH series FPO series -XK

Available for upon request upon request upon request upon request upon request upon request upon request

Options

More 
options in the
Blickle general 

catalog 
G15!
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