GD series

Leveling casters
one moving and one set/anti-vibration

m 60 ~ 1,500 kg  RoHS

@ Aluminum profiles/Pipe joint system

@ Tester, Measuring instrument, Precision Machine
@ Vending Machine, ATM, General machine

® Communicationequipment, Medical appliances
® Work station, Utility stands

Vv Recommended Load = Load Cap. X2 V Temp. Range : -10 ~ 90°C
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GD-40-F - NYN 42 20 | 60 71+10 30 55x55 42x42 6.5
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GD-100-F HUP 75 ' 30 | 800 120+12 53  95x95 70x70 11
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GD-120-F NN 75 2% 1000 120412 52  95x95 70x70 11
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GD-150-F - . MCN 90 55 | 1.500 132+15 69 100x100 70x70 13

FOOT MASTER® leveling casters are Innovative multi-functional products.

« Moving a piece of equipment into a desired location and setting the unit into the exact position is easier,
FOOT MASTER® leveling casters offer a smart solution.

« In addition, this pad allows for mirror adjustments in leveling requirements, helping the equipment
positioned safely

* Production lines where layout change is sometimes required would be ideal for FOOT MASTER®

One moving and one'sat?acaster combindad witha tevarer leveling casters

VPlate type(only60) VPlate type(only100/120) VMaterials

@ Top plate : Pressed steel(40~120), Forged steel(150)

@ Frame : Aluminum
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-PUS T T E— PEU ©® Finish : Powder coating & Zinc galvanized
Vv Wheel Options VvOptions
NYN HUP MCN * FBL: Black finish is available.

= CEN : Anti-static cushion is available.(only 40/60/80/100) :;?
* CUR : PU cushion is available.(only 40/60/80/100)

* Nylon(Shore D 70) » CastPU(Shore D 70) * MC nylon(Shore D 80)

= Aluminum Core
* Plain bearing

GD-40-F-NYN-FBL CEN CUR



GD series

Leveling casters
one moving and one set/anti-vibration

[ o0 -~ 1.000 kg  RoHS

@ Aluminum profiles/Pipe joint system

@ Tester, Measuring instrument, Precision Machine
@ Vending Machine, ATM, General machine

@ Communication equipment, Medical appliances
@ Work station, Utility stands

Vv Recommended Load = Load Cap. X2 + Temp. Range : -10 ~ 90°C
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e MCN 30 ' ’

FOOT MASTER® leveling casters are Innovative multi-functional products.

- Moving a piece of equipment into a desired location and setting the unit into the exact position is easier,
FOOT MASTER® teveting casters offer a smart solution.

« In addition, this pad allows for mirror adjustments in leveling requirements, helping the equipment
positioned safely

* Production lines where layout change is sometimes required would be ideal for FOOT MASTER®

One moving and one'sat’alcaster combindad witha levelar leveling casters

VWheel Options Vv Materials

NYN HUP . MCN Top plate : Pressed steel(40~80), Forged steel(100~120)
@ Frame : Aluminum

@ Handle :ABS(40-100), Bolt(120)

@ Cushion : NBR(40~100), AL(120)

(® Wheel : Refer to wheel types

® Finish : Powder coating & Zinc galvanized

* Nylon(Shore D 70) « Cast PU(Shore D70) < MC nylon(Shore D 80)
« Aluminum Core
« Plain bearing

vOptions

= FBL: Black finishis available. -.
* CEN : Anti-static cushion is available.(only 40/60/80/100) ;'
* CUR: PU cushion is available.{only 40/60/80/100)

GD-40-F-NYN-FBL CEN CUR





