GF series

Heavy duty casters

9 650 - 1,300 kg + RoHS

® Moving for heavy size equipment
® Heavy duty purpose carts

v Recommended Load = Load Cap. X3 v Temp. Range : -10 ~ 90°C
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TYPES
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F-100-ASF | GF-100-ARF  GF-100-BSF  GF-100-BRF  “°0 100 67 2 145 37 150x114 134X86 4
GF-100- -100- GF-100- -100- s o x4 (50X
MuD 750 134x86

GF-125-ASF | GF-125-ARF  GF-125.BSF  GF-125:BRF  yoo 125 64 0 167 44 150¢114 D000 13

GF-150-ASF | GF-150-ARF  GF-150-BSF  GF-150.BRF M9 150  s4  °°° 190 | s2 159x114 134x86 5
B s B 0 MCD 1,000 126x62
MUD 850 134x86

GF-200-ASF | GF-200-ARF = GF-200-BSF  GF-2008RF . 200 64  °'' 257 | 57 150x114 D005 13

GF-250-ASF | GF-250-ARF  GF-250-BSF  GF-250-BRF 00 250 64 —2%0 300 | 61 150x114 139X86 1 43

. S 250. 250 _1.200 "
MCD 1,300 126x62
vWheel types Vv Materials

MUD . MCD

« CastPU(Shore A95) *MC nylon(Shore D 80)
* Aluminum core » 2 Ball bearings
« 2 Ball bearings

(1 Top plate : Forged / Pressed stee
(2) Frame : Forged / Carbon steel
— @ Wheel : Refer to wheel types

@ Finish : Zinc galvanized

VvOptions
* FRN: Brake direction is optional(onty 150/200/250)

GF-150-BSF-MUD  GF-150-BSF-MUD-FRN





