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Wheel Swivel Caster Rigid Caster Load Overall Swivel
Hamilton Wt. Cap. Height Offset
Model No. Lbs. Lbs. B G

★R-STA-5AZ 3 650
★R-STA-5PZ 4 800
★R-STA-5NFZ 4 800
★R-STA-5S 12q 800
★R-STA-5SV 11 800
★R-STA-5SZ◗ 12q 800 6q 1s
★R-STA-5SVZ◗ 11 800
★R-STA-5UYZ 4 800
★R-STA-5TEZ 4 350
★R-STA-6AZ 3e 750
★R-STA-6PZ 4e 800
★R-STA-6NFZ 4e 800
★R-STA-6S 17q 800

R-STA-6SV 15q 800 7q 2i
★R-STA-6SZ◗ 17q 800
★R-STA-6SVZ◗ 15q 800
★R-STA-6UYZ 4e 800
★R-STA-6TEZ 4e 410
★R-STA-8AZ 4e 800
★R-STA-8PZ 6q 800
★R-STA-8NFZ 6q 800
★R-STA-8S 30q 800
★R-STA-8SV 27q 800 9q 2q
★R-STA-8SZ◗ 30q 800
★R-STA-8SVZ◗ 27q 800
★R-STA-8UYZ 6q 800
★R-STA-8TEZ 6q 500

To meet those unusual requirements where
corrosive environments or sanitary consider-
ations demand casters having all rig and
hardware components of stainless steel,
Hamilton offers these industrial duty models.
Type 303 stainless steel flat tread and V-
Grooved wheels round out a variety of prob-

lem solving wheel choices. What's more,
most models are stocked for

PRONTO® shipment within two
days— eliminating the long wait

often associated with procure-
ment of specialty casters.
A special high-lustre finish not
only enhances appearance,
but also provides a smoother,
less porous surface that's
more impervious to dirt and
easier to clean.
For Stainless Steel Casters with

higher capacities, see page 48.

QUALITY FEATURES
Swivel Construction – cold-formed mount-
ing plate, horn base and r"x 2" welded-on
legs all Type 304 stainless steel.

Kingpin – permanent rivet-type, y" diame-
ter stainless steel.
Main and Secondary Load Bearings –
Type 440 stainless steel balls rotating in two
smoothly coined raceways.
Axle –q" diameter stainless steel bolt and
lock nut.
Wheel Bearings – solid e" I.D. x 1o" O.D.
Delrin® bearings rotating on a stainless steel
spanner bushing e" O.D. x q" I.D. x 2["
long, except as noted.
Lubrication – Pre-lubricated at factory with a
high quality multi-purpose grease.

★ = same day/next day PRONTO® shipment. STA Series Selection Table

OPTIONAL ACCESSORIES more help on page 13

• Swivel Lock – Field Installable (★-4SL)
– convert swivel to rigid for straight line steering

• Sealed Swivel Assembly (-SS)

* These plain bore wheels lubricated through lube axle.
◗ Stainless steel precision ball bearings (q") are available in these models. Change “Z” to “B”–e.g., S-STA-6SB.
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Stainless:
highest capacity,
tensile strength
75,000 psi.

WHEEL CHOICES for more help, see pages 14 & 15#S-STA-6AZ
showing
Aqualite®

wheel

Versa-Tech®:
65A non-mark-
ing light gray
rubber on
propylene core

Plastex:
phenolic,
low cost,
high ca-
pacity

Poly-Tech®:
90A poly on
propylene core,
lighter duty
institutional use.

Unilast®:
95A solid
poly – insti-
tutional use

Aqualite®:
solid poly-
olefin, water
& chemical
resistant

BRAKE CHOICE for more help, see page 20

★-SFB

Stainless Steel
Side Foot Brake

Dia. Replacement Hamilton Wt.
A Face Type Number Model No. Lbs.

Aqualite® W-520-AZ-e ★S-STA-5AZ 4
Plastex W-520-PZ-e ★S-STA-5PZ 5
Poly-Tech® W-520-NFZ-e ★S-STA-5NFZ 5
Stainless* W-520-S-e ★S-STA-5S 13q

5 2 S.S. V-Grooved* W-520-SV-e ★S-STA-5SV 12
Stainless W-520-SZ-e ★S-STA-5SZ◗ 13q
S.S. V-Grooved W-520-SVZ-e ★S-STA-5SVZ◗ 12
Unilast® W-520-UYZ-e ★S-STA-5UYZ 5
Versa-Tech® W-520-TEZ-e ★S-STA-5TEZ 5
Aqualite® W-620-AZ-e ★S-STA-6AZ 4e
Plastex W-620-PZ-e ★S-STA-6PZ 5e
Poly-Tech® W-620-NFZ-e ★S-STA-6NFZ 5e
Stainless* W-620-S-e ★S-STA-6S 18q

6 2 S.S. V-Grooved* W-620-SV-e ★S-STA-6SV 16q ★

Stainless W-620-SZ-e ★S-STA-6SZ◗ 18q
S.S. V-Grooved W-620-SVZ-e ★S-STA-6SVZ◗ 16q
Unilast® W-620-UYZ-e ★S-STA-6UYZ 5e
Versa-Tech® W-620-TEZ-e ★S-STA-6TEZ 5e
Aqualite® W-820-AZ-e ★S-STA-8AZ 6w
Plastex W-820-PZ-e ★S-STA-8PZ 8
Poly-Tech® W-820-NFZ-e ★S-STA-8NFZ 8
Stainless* W-820-S-e ★S-STA-8S 32

8 2 S.S. V-Grooved* W-820-SV-e ★S-STA-8SV 29
Stainless W-820-SZ-e ★S-STA-8SZ◗ 32
S.S. V-Grooved W-820-SVZ-e ★S-STA-8SVZ◗ 29
Unilast® W-820-UYZ-e ★S-STA-8UYZ 8
Versa-Tech® W-820-TEZ-e ★S-STA-8TEZ 8


