
Free Swivel Models

108

125 (5) 65 (2-1/2) Polyurethane Gray 297 138 (5-7/16) 105 (4-9/64) Precision Ball TU-05PYP-283-TL-CL__

125 (5) 65 (2-1/2) Polyurethane Gray 297 138 (5-7/16) 105 (4-9/64) Precision Ball TU-05PYP-283-DT-CL__

125 (5) 65 (2-1/2) Polyurethane Gray 297 138 (5-7/16) 105 (4-9/64) Precision Ball TU-05PYP-283-SW-RS__
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Bearing Model Number

Central Locking Total Lock Models

Central Locking Directional and Total Lock Combo

Central Locking Free Swivel Models

Twin Tech
Ultra (TU)

A
p
p
lic

atio
n
s

F
e
atu

r
e
s

Total/Direction Lock Combo
Equipment

CL01

Locking Models

CL02
RS03

Stem diameter 27.8mm
Two locking hole options
Locking hole in line or 
across direction of travel
Four fixing holes
Snap-on adapter sleeves 
options for different tube 
dimensions

Stem diameter 32mm
Two locking hole 
options available
Locking hole in line
or across direction of 
travel
Four fixing holes
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Steering 
(locks swivel)

Free swivel

Locks wheel 
and swivel

wheel

Caster & Wheels - Requirements for

independently of the wheel brake,
reducing wear and tendency to ratchet

without damage to mechanism.

free for the life of the caster;

bed layouts and reduce stock holding.

RS05

For tubular frame  for tubular frame 


